


The Solution to Isomer 
Identification and  
Complex Mixture Analysis

®DiscovIR-gc 

Key Benefits
 
Solid Phase Transmission Spectra
High-quality, solid-phase FTIR spectra acquired at 4 cm-¹  reso-
lution. DiscovIR solid-phase spectra are acquired at -40°C and  
feature sharp infrared bands.

Library Compatibility
The DiscovIR comes with pre-loaded libraries with over 1,200  
spectra, and you may build a library with spectra gathered by 
the  DiscovIR. DiscovIR spectra are also compatible with ATR 
and  Transmission libraries, as well as additional FTIR libraries 
you may  acquire.

Solid Phase vs Gas Phase FTIR
DiscovIR differs from vapor phase or light pipe GC-IR systems 
in that  the sample is a solid deposition. With gas phase 
systems, the  molecules are free to rotate, leading to lower 
sensitivity, higher  sample volume requirements, and broad 
spectral bands.

Infrared Provides Isomer Specific Spectra
With an infrared spectrum, DiscovIR provides unequivocal  
differentiation between isomers and other molecules with 
similar or  identical mass spec patterns. Identification of these 
compounds can  be difficult or impossible with mass spectro-
metry alone.

GC-IR Removes Complexity from Mixtures and Adulterants
A key benefit is the ability to obtain pure spectra of each com-
ponent  in a mixture. GC-IR is ideal for multi-component analy-
sis or  adulterated samples.

Polystyrene Calibration
Fast and convenient daily verification routine using a NIST  
traceable polystyrene standard.

SWGDRUG Category A Technique
DiscovIR-GC is a SWGDRUG Category A analysis. The GC 
analytical workflow (sample preparation,  injector mode, vial 
format, column, etc) is fully transferable to the DiscovIR-GC 
system.
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79 x 43 x 69 cm
31 x 17 x 27 in
55 kg / 121 lb

Transmission through disc
and solid-phase sample

®GRAMS/AI and Spectral IDTM

Direct deposition of column
eluant on cryogenically-
cooled ZnSe sample disc
Built-in FTIR
4000-700 wavenumbers
4cm-1

-70 to +50°C
1 liter per hoursof operation
10 hours; autosampler-
compatible
0.1 x 0.1 mm MCT

Standard desktop
computer with Microsoft
Windows

- Real-time and post-
   run data collection
- Band chromatograms for
  chemical screening

0.1 to 5 mL/min
Programmed up to 420°C
- Compatible with any GC
  system
- Integrated system with Dani
  Master GC and ALS

One-Year Warranty with follow-on Service Contracts
available
Training Courses o�ered
Remote Diagnostic Capabilities


